
Trane Models E & F (CRHE & CRHF) Hermetic

OIL CHG
MODEL E VOLTAGE HP CYL CFM PINTS RLA WEIGHT
2E5*48 208/230(460) 50 4 117.2 32 171/147 1300 CALL FOR PRICING
2E5*49 460 50 4 117.2 32 78/67 1300 CALL FOR PRICING
2E5*58 208/230(460) 60 5 146.5 34 211/188 1425 CALL FOR PRICING
2E5*59 460 60 5 146.5 34 96/85 1425 CALL FOR PRICING
2E5*68 208/230(460) 75 6 175.8 34 256/210 1450 CALL FOR PRICING
2E5*69 460 75 6 175.8 34 112/90 1450 CALL FOR PRICING
2E5*88 208/230(460) 100 8 234.4 36 344/282 1700 CALL FOR PRICING
2E5*89 460 100 8 234.4 36 148/118 1700 CALL FOR PRICING

 

OIL CHG
MODEL F VOLTAGE HP CYL CFM PINTS RLA WEIGHT
2F5*48 208/230(460) 20 4 48.1 18 72/64 740 CALL FOR PRICING
2F5*49 460 20 4 48.1 18 33/29 740 CALL FOR PRICING
2F5*58 208/230(460) 25 5 60.2 19 88/80 790 CALL FOR PRICING
2F5*59 460 25 5 60.2 19 40/36 790 CALL FOR PRICING
2F5*68 208/230(460) 30 6 72.2 19 106/97 800 CALL FOR PRICING
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2F5*69 460 30 6 72.2 19 48/44 800 CALL FOR PRICING
2F5*88 208/230(460) 40 8 96.2 20.5 144/126 900 CALL FOR PRICING
2F5*89 460 40 8 96.2 20.5 65/57 900 CALL FOR PRICING
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